CONTENTS

5 Editorial

9 Open Solution for Humanoid Attitude Estimation through Sensory Integration and Extended Kalman Filtering
Sandeep Gupta, Ramesh Kumar Tripathi

21 Transient Stability Assessment of Two-Area Power System with LQR based CSC-STATCOM
Kazem Varesi, Ahmad Radan, Seyed H. Hosseini, Mehran Sabahi

33 A Simple Technique for Optimal Selection of Degree of Hybridization (DOH) in Parallel Passenger Hybrid Cars
Papan Dey, Saad Mekhilef

42 Current Controllers of Active Power Filter for Power Quality Improvement: A Technical Analysis
Ivan Vilović, Nikša Burum

55 Neural Network Prediction of Signal Strength for Irregular Indoor Environments
Kresimir Solic, Hrvoje Ocevcić, Damir Blazević

69 Survey on Password Quality and Confidentiality
Mohd S. R. Bashri, Muhammad I. Ibrahimy, Sheikh M. A. Motakabber

76 A Compact Wideband Patch Antenna for Ultra High Frequency RFID Tag

<table>
<thead>
<tr>
<th>Authors</th>
<th>Page</th>
<th>Title</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>Mladen Mileusnić, Miroslav Popović, Aleksandar Lebl, Dragan Mitić, Žarko Markov</td>
<td>84</td>
<td>Power Control of Base Station in GSM: Influence of Users’ Density in the Cell</td>
<td>original scientific paper</td>
</tr>
<tr>
<td>Ivan Marinović, Duje Čoko</td>
<td>91</td>
<td>Inter-Floor Wide Band Radio Channel Measurements and Simulation Applying Saleh-Valenzuela Model</td>
<td>original scientific paper</td>
</tr>
<tr>
<td>Yong-hong Ding, Tie-hua Ma, Wen-bin You</td>
<td>100</td>
<td>Beacon Antenna Controller based on Synchronous Satellite</td>
<td>original scientific paper</td>
</tr>
<tr>
<td></td>
<td>106</td>
<td>IFAC Newsletter</td>
<td></td>
</tr>
</tbody>
</table>